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Freescale SPECfp2000 =
MPC8548E SPECfp_base2000 =

0.00

SPEC license #001157 | Tested by: froydnj | Test dateSun Oct 31 18:41:34 PDT 2010 | Hardware Avail: -- | Software Avail:
Reference| Base Base 1 2 3 5
Benchmark Time | Runtime| Ratio | Runtime]| Ratio | ...1...01...1. | B R [
168.wupwise -- X X
171.swim - X X
172.mgrid -- X X
173.applu -- X X
177.mesa -- X X
178.galgel -- X X
179.art -- X X
183.equake -- X X
187.facerec -- X X
188.ammp -- X X
189.lucas -- X X
191.fma3d - X X
200.sixtrack -- X X
301.apsi -- X X
Hardware Software
CPU: e500v2 Operating System:  Linux
CPU MHz: 990.000000 Compiler: --
FPU: -- File System: --
CPU(s) enabled: 1 System State: --
CPU(s) orderable: -
Parallel: --
Primary Cache: --
Secondary Cache: -
L3 Cache: --
Other Cache: --
Memory: 257144KB
Disk Subsystem: --
Other Hardware: --

Notes/Tuning Information

Errors
“reportable’ flag not set during run
189.lucas base did not have enough runs!
168.wupwise base did not have enough runs!
178.galgel base did not have enough runs!
187.facerec base did not have enough runs!
171.swim base did not have enough runs!
191.fma3d base did not have enough runs!
301.apsi base did not have enough runs!
200.sixtrack base did not have enough runs!
172.mgrid base did not have enough runs!
173.applu base did not have enough runs!
Input set must be "ref’ for a valid run (set to test’ for this run)
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