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Result

Freescale
MPC8548E

SPECint2000 =
SPECint_base2000 =

0.00

Other Hardware:

SPEC license #001157 | Tested by: froydnj | Test dateSun Oct 19 18:07:25 PDT 2008 | Hardware Avail: -- | Software Avail:
Reference| Base Base 1 2 3 5
Benchmark Time Runtime | Ratio | Runtime | Ratio P T N N PR I [
164.9zip -- 2.85 --
175.vpr -- 4.25 --
176.gcc -- 2.36 --
181.mcf - 0.480 --
186.crafty -- 5.75 --
197.parser -- 4.76 --
252.eon -- X X
253.perlbomk -- 6.95 --
254.gap -- 1.71 --
255.vortex -- X X
256.bzip2 - | 11.6 --
300.twolf - 0.549 --
Hardware Software
CPU: e500v2 Operating System:  Linux
CPU MHz: 1500.000000 Compiler: --
FPU: -- File System: --
CPU(s) enabled: 2 System State: --
CPU(s) orderable: -
Parallel: --
Primary Cache: --
Secondary Cache: -
L3 Cache: --
Other Cache: --
Memory: 1035580KB
Disk Subsystem: --

Notes/Tuning Information

"reportable’ flag not set during run

255.vortex base did not have enough runs!

252.eon base did not have enough runs!
Input set must be "ref’ for a valid run (set to test’ for this run)
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